Comprehensive Traffic & Transportation Plan for Bangalore

Chapter 7 — The Tralfic and Transportation Plan

SNo | Corridor . Length km

Link from Tigalarapalaya Main Road to Nelagadaranahalli
6 ({included in Item 42 of Parallel Ring Road (Table 7.10) 1.23

Link from Hesargatta Main Road to Shettihelli and Madarahelli
to Mohammed Sabi Palaya (included in Item 43 of parallel ring 4,02 (1.38 +

7 road (Table 7.10) - . 2.64)
Link from Sampigehalli to CRPF parade ground {included in '

8 | Item 25 of parallel ring road (Table 7.10) 1.72
Total ' 209.17

7.9.2.4 Road Improvements

The entire traffic from the BMA, thé Region and even beyond converges on to the
Center of Bangalore and the work areas along the radial corridors and gets
dispersed through the ring roads. Most of the radials roads suffer from congestion
because of their over utilization of their limited capacity. In addition the limited
carriageway, the inefficiency of the junctions and their incapability to handle the
volumes of traffic further reduces the capacity of the road systems. Accordingly it
has found necessary that quite a few roads listed in the Table 7,10 below will
require improvement through widening 4 - 6 lane carriageway in order to cater to
projected reoad traffic up to the year 2025. In addition at some of the critical
Jjunctions where normal signaling cannot effectively manage the traffic volumes,
grade separators & flyovers will be necessary. Also at road crossings with railway
lines, at some places Road Over bridges & or Road Under Bridges will be
necessary. Along a few of the roads where the traffic demand far exceeds the
capacity and at grade expansion is not possible due to restriction of available
carriageway, elevated roads e.g. along Mysecre road and ‘Hosur Road have been
provided. Accordingly the roads, both inside the ORR and out side the ORR have
been identified for their improvements in terms of widening of carriageway,
provision of drainage, surface improvement, footh-path etc. are listed in Table
7.10 below. The Junctions & Road stretches requiring grade separators, ROB's and
RUBs are indicated in Table 7.11 below.

Table 7.10 Road -Imp:jovements

SNo | Name of Road" Length km
Road Improvements (inside ORR)
1 Bellary Rd - 7.60
2 | Palace Road 1.75
3 Sheshadri Road ) ‘ , 0.50.
4 | Nrupatunga Road 1.10
5 Vidhana Veedhi 0.20
6 Mission Road . 1.00
7 | Devanga Hostel Road. 0.50
8 | Sankey Road , ) 3.40
9 | Lalbagh Road 0.41
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